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Premessa — Premise

IMPORTANTE — IMPORTANT

Il collegamento tra I’interfaccia EOBD ¢ le ECU é molto semplice, tuttavia noi consigliamo di
seguire attentamente questo manuale perché ogni piccolo errore pud danneggiare la centralina.

The connection between the EOBD interface and the ECU is very simple, but we recommend to
follow this manual attentively because each small error could damage the ECU.
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EOBD 2

Come prima cosa € indispensabile installare
nel vostro computer il software, seguendo le
istruzioni, presente nel CD di installazione.
As before thing is what is necessary install the
software in your computer, following the
instructions, present in the CD of installation.

ATTENZIONE: CON JTAG-RENESAS NON
UTILIZARE I’ ADATTATORE STANDARD.

ATTENTION: WITH JTAG-RENESAS DON’T
USE STANDARD ADAPTER

Figura 1: 1l led rosso e acceso
The red led is light

Attenzione:

Alimentare  Dinterfaccia  utilizzando un
alimentatore a 12V, indifferentemente dal
tipo di centralina che si deve leggere. Il led
rosso si accendera.

Attention:

It’s essential that the interface has fed using
a feeder to 12V always, without note of from
the type of ECU that must be read. The red
led will light.

Connettere il cavo con connettore DB15 alla

porta DB15 dell’interfaccia EOBD 2.

Figura 2.

Connect the cable with connector DB15 to the Figura 2: Cavo DB15 connesso all’interfaccia
DB15 door of EOBD 2 interface. cable DB15 connect to the interface
Figure 2
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Cavo Renesas / Renesas Cable

Red (+12V)

Black (GND)

Green
~ Violet
(White!

Configurazione del cavo / Configuration of the cable:

PINOUT ECU

Interruttore
Switch

GND +12V
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Flat colorato per la lettura — Color flat for the reading

BLACK

WHITE

GREY

VIOLET

BLUE

GREEN

YELLOWY

~ 8 |ARANCIONE

ORANGE

RED

MARRONE

BROWN
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Collegamento Alternativo tramite Hook - Alternative connection threadsh Hook

In alcune centraline puo essere difficoltoso saldare In some ECU could be difficult join the threads of
i fili del flat colorato ai pin del processore Renesas. the flat color cable to the pin of the Renesas..
Consigliamo quindi ’utilizzo di piccoli uncini detti We recommend therefore to use some small tools
‘Hook’ che potete trovare al sito internet: called ‘Hook' that you could find to the web site:
http://www.e-z-hook.com/industry solutions.html http://www.e-z-hook.com/industry solutions.html
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Esempio di collegamento per la lettura - Example of connection for reading

Alimentare la centralina come indicato nel pinout Give power at the ECU like indicate in the pinout
utilizzando il Cavo Renesas e saldare nei punti using the Reneas Cable and join in the point
evidenziati i fili colorati del cavo flat. indicated the thread of the color flat cable.

Se necessario si dovranno saldare dei link ed If necessary you will to join some links and
utilizzare delle resistenze. In alcuni casi bisogna using resistores. In some cases, you have to connect
collegare anche il filo verde del cavo Renesas. also the green thread of the renesas cable.

ATTENZIONE: ATTENTION:
NON UTILIZARE DON'T USE STANDARD
L’ADATTATORE ADAPTER.
STANDARD.
Di seguito riportiamo un esempio di collegamento Here we bring again an example of connection for
per la lettura con una Sagem S3000: the reading with a Sagem S3000:

mm@mmm
! i

ISeguirelillpinotitindicato
Eollowsthepinoutinstruction
|

Il driver da utilizzare per la lettura e / The driver to use for the reading is:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

@Select driver 3 x|
CAR TRUCK TRACTOR - MARINE MOTORBYKE TOOL BOOT BDM [ JTAG
Seleziona Marca Auto Seleziona Driver

BDM MC32xxx
BDM RENESAS (Only Read)

JTAG MPC
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Esempio di collegamento per scrittur

a -

Example of connection for writing

Per la scrittura sono necessari il filo bianco e il
viola, in alcuni casi anche il filo verde e un filo
nero (di massa) del cavo Renesas.

(I fili neri di massa del Cavo Renesas terminano
con dei fastom, occorre quindi saldare un pinstrip
sulla scheda della centralina ed infilare il filo nero
tramite il suo fastom)

Spesso occorre inoltre creare dei link sulla scheda ed
utilizzare delle resistenze.

ATTENZIONE:
NON UTILIZARE
L’ADATTATORE

STANDARD.

Di seguito riportiamo un esempio di collegamento
per la scrittura con una Sagem S3000:

For writing there are necessary the threads white,
violet and sometimes the green and black (of ground)
threads of the Renesas cable.

(The black threads of the renesas cable finished with
a fastom, so you can use and join a pinstrip on the
electric card and insert the black ground thread
through his fastom)

Often it needs to create some links in the electric
card and use resistances.

ATTENTION:
DON'T USE STANDARD
ADAPTER.

Here we bring again an example of connection for
the reading with a Sagem S3000:

(

IConnettereliffilinellalschedalcomelindicatol
G onnechithelthrotghlinithelcardiikeldescribe

J

L
Jé/ 4o\ W W
IAT TR I A

u

\
ISequitelillpinottindicato
IEoliowathelpinoutinstriction)

|

J

/
%
Il driver da utilizzare per la scrittura & / The driver to use for the writing is:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
]
CAR TRUCK TRACTOR - MARINE MOTORBYKE TOOL BOOT BDM £ JTAG

Seleziona Marca

Auto

Seleziona Driver

TOOLS BOOT MODE

SIEMENS-INFINEON C167
ST10Fxx
INFINEOMN TRICORE (EDC1 7MED17)

RENESAS (Only

REMNESAS SH7055 BOOTMODE
RENESAS SH7058 BOOTMODE

FG Technology
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Hino Denso 896xx
el pREEPET |

TP FIIE
| BPRRRI IR

oY YR Y 2 i
4 spppxnwoeall ppppeseee | i
o e | PR TR ! i

1% weesll s WD s
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LETTURA — READING:

Per la lettura saldare i fili colorati del cavo flat e il filo verde del cavo Renesas come indicato:
For the reading the threads of the color flat cable and the green thread of the Renesas cable:

_:é Red (+12V)

\‘ Black (GND)

—————————— Green

e ——plet
jWhitel

Vindabe b
) N

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili verde viola bianco e nero del cavo Renesas, e saldare i 2 link:
For writing join the two links, and use green violet white and black threads of Renesas cable:

é Red (+12V)

‘ Black (GND)
— Green
E—— Violet
White]
@) WOLET WLIUE of the Renesas cable BLACK of the Renesas cable
.

o 2AS

578 /I
S /, a7y

b g %
. = X 80 =
o @5 0 F say 866} "

N ’sgzs

eeed e © cco"‘:‘

.
.
-
-
»
-
-
0
.

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Honda Civic Jazz Accord MT

LETTURA — READING:

Per la lettura saldare i fili del cavo il flat colorato / For the reading join the thread of the color flat cable:

i

O BRLa L)
P aa e

LN ER
LR

s

|
D -
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-
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i
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N
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DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:
Per la scrittura effettuare il link e saldare i fili viola e bianco del cavo Renesas
For writing do the link and use the violet and white threads of the Renesas cable:

:é Red (+12V)
:e‘ Black (GND)

— Green
————— Violet

R R 133353593
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an mma=3=

w3 il
a(l‘“h - J '
a »

iy

- = 0¢
(N N
2

Ry

MNe
s S

> a
ANy,

d
R

ELERTREEEL AL
ARy

S el

o -

Ty
e MM
rRAZL = .-)

gz il

it
R ° :
151 “’S; > ‘lV
A=

152¢

R = i
3
22 A
“..

-
K

=
= o N 1
|t e g,
TP

i v

) w7 1 !
"” .|" l: ", x|

. =
L3 F D
-
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WHIE VIBLET threads of the Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Honda Civic Jazz Accord AT

LETTURA — READING:
Per la lettura saldare i fili del cavo il flat colorato / For the reading join the thread of the color flat cable:

»
-~
»
»
»
»
»~
»
»
»
’
»
»
L
[
¥
{
*
»
]
’
»
.
|
»
b
»
b
»
,
-

DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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LETTURA GEARBOX MCU /READING THE GEARBOX MCU

(T

wu sadny
p sl sam

T

-
.
-
.
-
-
-
-
-
-
-
e
—_
-
—
—

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA ENGINE MCU -WRITING ENGINE MCU

Per la scrittura effettuare i link e saldare i fili viola e bianco del cavo Renesas
For writing do the links and use Renesas cable:

R L

HHIIN

e ®

S =
4=8

=By e
“ -
“nee -

-°u~

WHUE VIBLET threads of the renesas cable
DRIVER SCRITTURA/WRITING:

TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE

FG Technology
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é Red (+12V)
%‘ Black (GND)

—— Green
————— Violet
WWhite]

a9
‘.—“'" _:J l.|

l" x“ O

"a=
™ m e .|‘ I'l hl!'l
‘ l .' \0

=2 e

ATTTHRUA T

22 20
- ',".'-‘

.“-..
teth,
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SCRITTURA GEARBOX MCU - WRITING GEARBOX MCU:

Per la scrittura effettuare i link e saldare i fili bianco e viola del cavo Renesas
For writing do the links and use white and violet threads of the Renesas cable:

:é Red (+12V)
*‘ Black (GND)

—————— Green
——— et

-
1|
-

o

a
- -

se '

=.EE - .

“ | .
{4

- =

L o
T
- b

... |
RIS

)

(s 8-
"ETE: AR
=1 P 1]

- el

a

L1111

0y

ui [N
I K LN}
- A Sala®

_ 'X L
5-L5005-00%

.

VIGLET of the renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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B

Honda Civic Type R

o~ ~

LETTURA — READING:
Per la lettura saldare i fili del cavo il flat colorato / For the reading join the thread of the color flat cable:

q LAAAA AR 2L Ly
I,

-
1=
&
s
e
1=

-

»

-

»

-
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.

-
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.

-
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=
E
z
>
-4
.-

et

DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura effettuare il link e saldare i fili bianco e viola del cavo Renesas
For writing do the link and use white and violet threads Renesas cable:

é Red (+12V)
\‘ Black (GND)

e Green
g ——— Violet

oooo:n:-ooﬁ é" s
h‘“wﬂ'
v

L X
WHAE WIOLET threads of the Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Honda Accord 24
GND!
m-mwwtvm’ -

B R 0 T 3 0 A A e R B . R S R

A wmu]--c- lmwt-erp' .é e pawng e :@n[ ® ~
—————— < st —— —_— . e S

LETTURA — READING:
Per la lettura saldare i fili del cavo il flat colorato / For the reading join the thread of the color flat cable:

B SIS SN VW - WA O A
AP g e 6| SIS Y r.pr«'.mmsmq i B T B L4

¢
.
L L
e 7

"'.""l‘
et iy 6
y

nnnnnnn

BNaEOHEE R RIEE
[N * e | 4 Ml
,34. anmt > & -,“.:S',

67, L)

Q ------------- Tttt

— . ‘l’\’"\"‘;;\;;;.li\l’\“!’l!ll}‘l'\.\."\l\l‘ll\
- FASE 2/ STEP 2:
gﬁssizégggté3 RESISTENZE FARE 5 LINK E SALDARE IL FLAT
DESOLDER THE 3 RESISTANCE DO 5 LINKS AND SOLDER THE FLAT
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

Per la scrittura effettuare il link e saldare i fili bianco e viola del cavo Renesas
For writing do the link and use white and violet threads Renesas cable:

‘é Red (+12V)
%BIack(GND)
————  Groen
————  Violet
White]
- RS R
B » ‘{i-: ’:
-’v .‘ : N
3 A B SN SN SH 18 0L 27 020000
-“"
# *Aa‘
- = 'x (
- 1 - =, ‘I
b e Py g ' ‘
o . E . ‘
S0M = .
onZ" - . .
™= Ul 2 5 ;
5 - '
- ‘EE -
R
BT 6
= @
s‘\.( A X
Sy |
= A ; -
i .
| [
¢ /

WVIBLET WIS of the Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Honda Stream 1.8 VTE

GND e ———
LETTURA — READING:
Per la lettura saldare i fili del cavo il flat colorato: / For the reading join the thread of the color flat:

-« el :
vielelwlelwle vl — vivivle e Selvivivlevlviviviead

arivldlvlsivivividg = £ Velviviviwivivwlulyhe » v, v BRIV IVIG AL I I e
/

) o A

aoln‘ aelotoloivi vl A 4 vivivivlvivivlviviama 4 (5, L o S 2
7. f ¥ \“ / /

‘_d'-'u'c'd.-"'-'u“ N ’ Puivivivivivlieleluluin /

\\\\\\\\\

ool cl; vivlelaw wivivigivivivivigs
oe

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
FG Technology 25/154 JTAG RENESAS USER MANUAL




SCRITTURA - WRITING:

Per la scrittura effettuare il link e saldare i fili bianco e viola del cavo Renesas
For writing do the link and use white and violet threads Renesas cable:

:é Red (+12V)
:‘ Black (GND)

— Green
————— Violet

SO Gp— _5
0L pligee o o= )y

2 X6
ﬂu.k}.l}lsr
See 22

...\.}l A g.
fieeab 100 dad

dids

=== VIOLET

threads
of the
Renesas
cable

Iviviwluld » y
’

Bulvivieivivielvivlma i vV iVivivivigea

¢ 7, 7
g o« 8 Peivivivivivielelwlui® / WL RGN

o eivivigivlivle wivivigivivivivige WIGINIGIGINIG (e
» oc b

TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Isuzu Transtron

LETTURA — READING:

Per la lettura saldare i fili del cavo il flat colorato e creare il link:
For the reading join the thread of the color flat cable and do a link:

SRR RT 2R T R RIS b
- = -

o RERRAR RRARS Bxa

ol g 9~

“ et

2NN HadwwERN
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e
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o G : ;‘J
DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

FG Technolo 27/154 JTAG RENESAS USER MANUAL




SCRITTURA - WRITING:

Per la scrittura effettuare il link e saldare i fili bianco e viola del cavo Renesas
For writing do the link and use white and violet threads Renesas cable:

:é Red (+12V)
:‘ Black (GND)

— Green
= Violet
WWhitel

1/2 — Nella parte superiore: Saldare un condensatore da 1uF e i fili del cavo Renesas come di seguito:
Frontside: Join a condenser 1uF and the threads of the Renesas cable like of suitable succession:

AR T e T e e T -
-
% . .
| -

_ » ] 1
LARRLARiansin S -

I A e - ] : L
| - T 3 : ‘' : [ 2]' 5
W | 1 = “\% N\
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. 4 , o
"

‘, v BERARAN AR PRI }

YINRS AREXD
FEAES 220

RS Seves

T

-
=
=
<

T o
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2/2 — Nella parte inferiore: Fare un link nella parte inferiore alla scheda come indicato in figura:

Backside: Do a link backside the electronic card like in figure:

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE

FG Technology 29/154 JTAG RENESAS USER MANUAL




Isuzu Transtron 2° Type

LETTURA — READING:

Per la lettura saldare i fili del cavo il flat colorato e creare un link
For the reading join the threadsh of the color flat cable and do a link:

LR AR AL RR AR LRER L

MY il msi ﬁi dbl’ mi

3i (ofithe! flat cable)

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

FG Technology 30/154 JTAG RENESAS USER MANUAL




SCRITTURA - WRITING:

Per la scrittura effettuare il link e saldare i fili bianco e viola del cavo Renesas
For writing do the link and use white and violet threads Renesas cable:

:é Red (+12V)
:e‘ Black (GND)

—————— Green
~————Miolet
VWWhite]

1/2 — Nella parte superiore: saldare i fili del cavo Renesas e fare un ponte come di seguito:
Frontside: Join the threads of the Renesas cable and do a link like in suitable succession:

threads of the

Renesas cable
o« VIOLET
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2/2 — Nella parte inferiore: Saldare un condensatore da 1uF come indicato in figura:
Backside: Join a condenser 1uF like in suitable succession:

-
L)
i

WerwWol ww &
- ;\ -
5,8

g

¥ Non AV _Nop

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Isuzu Transtron 3° type

LETTURA — READING:
Per la lettura saldare i fili del cavo il flat colorato e creare un link
For the reading join the threadsh of the color flat cable and do a link:

ShL wEE Bee

POLEEEREEEER R R s e n s L ERRRERERL

‘lllll‘l‘lll“l“lCCGCCCC

O O '
O 3 (ofithe flat cable)

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:
Per la scrittura effettuare il link e saldare i fili bianco e viola del cavo Renesas
For writing do the link and use white and violet threads Renesas cable:

:é Red (+12V)

:=‘ Black (GND)
T Green
——————— Violet
\White]
»
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z
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE

FG Technology 34/154 JTAG RENESAS USER MANUAL




Isuzu / GM Denso 6DE1

L 4] S e >

e -~

LETTURA — READING:
Per la lettura saldare il link, i fili colorati del cavo flat e il filo verde del cavo Renesas dove indicato:
For reading join the link, the threads of the flat cable and the green thread of the Renesas cable:

Red (+12V)

Black (GND)

————————— Green
S Violet

< ) B e e i e e
—g
/e R . =y 2.0

S ! el
/e
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R ,; S 1 e Pl ey o U
I‘ﬁﬁ ‘n ﬂ' ppg o -"’- - .

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i link, e i fili verde bianco viola e nero del cavo Renesas:
For writing join the links and use green white violet and black threads of Renesas cable:

Red (+12V)

Black (GND)

@ERES WOLET Y2 BLACK threads of the Renesas cable
0" 0"

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Jaguar Denso MDO079700

o P ‘ 4,
B¢ et o
2 PRy T T YT Y
fnseasdassssa gl -
SESARESEECRERRS | A OELELEDEDs A
: PSR BN GND !

o SR, .. x

s e

LETTURA — READING:

1/2 - Per la lettura saldare i fili del cavo flat e il filo verde del cavo renesas:
For reading join the thread of the color flat and the green thread of renesas cable:

é Red (+12V)
\‘ Black (GND)

— Green
————— NIt

L t'. 1o ®
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2/2 - Effettuare il link indicato in figura / Join the link in figure:

NG
o

.
e
.

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i link, i fili verde bianco viola e nero del cavo Renesas:

For writing join the link, and use green white violet and black threads of the Renesas cable:
=

:é Red (+12V)
:E‘ Black (GND)

————— Green
——Molet
(Vihite

‘9‘8 < ‘;
€siy by > 3t
so §hiR 215 aoe
Zoin) o | o TR 050 .
99_",’; s M. CEul : e me e e RV
eee VIOLET
threads of
the Renesas
cable
=== B| ACK
threads of
the Renesas
cable

DRIVER SCRITTURA/WRITING:

TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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LETTURA — READING:

1/2 - Per la lettura saldare i fili del cavo flat, fare un link, e il filo verde del cavo renesas:
For reading join the thread of the color flat, do a link, and the green thread of renesas cable:

Red (+12V)

Black (GND)

Green
——Minlet

: "‘0"‘"?"""""""""

S U T
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2/2 - Effettuare il link indicato in figura e saldare il filo verde del cavo Renesas
Join the link in figure and the green thread of Renesas Cable

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

1/2  Per la scrittura effettuare il link e saldare i fili bianco viola e verde del cavo Renesas
For writing do the link and use white and violet and green threads of Renesas cable:

é Red (+12V)
%‘ Black (GND)

—————— Green
————— Miblet
WWhite]

TRALS TR o o

% O B g
S

000000 =™

yooaaaaoooe -
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2/2 Connettere inoltre il filo nero di massa nel punto indicato
Connect the black ground thread in the point indicated:

BL&CK thread of the Renesas cable

Adb csns cm Y
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Freelander 3.2 — Volvo S80 3.2 — Jaguar 3.0

LETTURA — READING:

Per la lettura saldare i fili colorati del cavo flat, i 6 link, e il filo verde del cavo renesas:
For reading join the thread of the color flat, do the links, and the green thread of renesas cable:
Sy Red (+12V)

Black (GND)

———— Green
—————Miplet
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

Per la scrittura effettuare i link e saldare i fili bianco viola verde e nero del cavo Renesas:
For writing do the links and use white violet green and black threads of the Renesas cable:
——

:é Red (+12V)
:‘ Black (GND)

— —————— Green
—————— Violet
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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LETTURA — READING:

Per la lettura saldare i fili colorati del cavo flat, il link, e il filo verde del cavo renesas:
For reading join the thread of the color flat, the link, and the green thread of renesas cable:

=

S —
- \‘ Black (GND)

5 7\7: ———————— _ Green

——————————  __ Violet

E jWhitel

e
-----

--------

...............

.............

S aassnssanas
M

7 oo -

...............

seAAAAS

DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura connettere un filo nero di massa del cavo Renesas al punto nero indicato, saldare inoltre i fili

bianco viola e verde del cavo Renesas e creare due link:
For writing connect a ground black thread of the Renesas cable at the black point indicated and use the

white violet and green threads of the Renesas cable, do two link too:
:é Red (+12V)

:=‘ Black (GND)

————— Green
——sMiolet

It 11

(R ' Threads: of " the \Renesas "¢
WHITE S
~

s AR
.

AEARARAY
seRsAansA

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Mazda Denso L831

LETTURA — READING:

1/2 - Per lalettura saldare i fili del cavo flat e il filo verde del cavo Renesas:
For reading join the thread of the color flat and the green thread of renesas cable:
/‘i' _— é Red (+12V)

o 25 So oo mmmm T
”‘\\f:’i ‘ W (((

w uuo 0\,3 oj omo
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————
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2/2 - Effettuare il link indicato in figura / Join the link in figure:

—
-
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Saldare il link e i fili viola bianco verde e nero del cavo Renesas:
Join the link and use violet white green and black threads of the Renesas cable:

:é Red (+12V)
:=‘ Black (GND)

—— Green
————— Violet

O

c/-J"'gif'f""""”"f’"’"""'f””’f’

O

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Mazda Denso ZJ77

D‘l.o-ooooooo.o

LETTURA — READING:

Per la lettura saldare il link, saldare i fili del cavo flat e il filo verde del cavo Renesas:
For reading join the link, the thread of the color flat and the green thread of Renesas:

Red (+12V)

Black (GND)
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DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i link e i fili verde bianco viola e nero del cavo Renesas:
Join the link and use green white violet and black threads of the Renesas cable:

:é Red (+12V)
:‘ Black (GND)

— Green
Violet
WWhitel

of the Renesas cable /
'm, .

0220 o_%_o'gogo{oo <

DOLO00

E

DRIVER SCRITTURA/WRITING:

TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Mazda Denso 1.6

LETTURA — READING:
Per la lettura saldare il link, saldare i fili del cavo flat e il filo verde del cavo Renesas:
For reading join the link, the thread of the color flat and the green thread of Renesas:

:_é Red (+12V)

Black (GND)
- — Green
———Vinlet
[Whitel

\-t}" : m-xo =
p"E"—L:‘

Sgoaribe <
m;!sm !!l"l"lﬂ!? ine—

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare due link e i fili verde, bianco, viola e nero di massa del cavo Renesas:
Join the link, two resistance and use green white, violet and black ground threads of the Renesas cable:

:é Red (+12V)
-—* Black (GND)

- ————————— Green
—————— Violet
Wihite

L SEITVY VY 1
.‘ ‘)—.‘ "0 . i :
{ “E

U@u U\)U
Wil e Brimamat

BLACK thread of the Renesas cable

GREEN WHITE}
threads of the Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Mazda RX8
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LETTURA — READING:

Per la lettura saldare il link, saldare i fili del cavo flat colorato, e il filo verde del cavo Renesas:
For reading join the link, the thread of the color flat cable and the green thread of Renesas cable:

/(‘ :_é Red (+12V)
\‘ Black (GND)
= —_— - Green
————————— _ Violet
[Vvinite]
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i link, e saldare i fili viola bianco verde e il nero di massa del cavo Renesas:
For writing join the links and use violet white green and black ground threads of the Renesas cable:

:é Red (+12V)
:‘ Black (GND)

—  Green
T Violet
WWhitel

Threads of the Renesas cable
BLACK WIGLET W13 @REEY
: g
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..... Al A AR LALEER "R HNEY
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°c oamm \
\ y

SEEE DD

DRIVER SCRITTURA/WRITING:

TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Mazda Denso Var2

LETTURA — READING:

Per la lettura saldare i link, saldare i fili del cavo flat colorato, e il filo verde del cavo Renesas:
For reading join the links, the thread of the color flat cable and the green thread of Renesas cable:

=
% Red (+12V)

Black (GND)
——————— Green

——————cNiplet
jWhitel
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:
Per la scrittura saldare i link, e saldare i fili viola bianco verde e il nero di massa del cavo Renesas:
For writing join the links and use violet white green and black ground threads of the Renesas cable:

:é Red (+12V)
:‘ Black (GND)

- Green
S Violet
WWhite]
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan Denso Elx YD22

LETTURA — READING:

Per la lettura saldare i fili del cavo flat colorato, e il filo verde del cavo Renesas:
For reading join the thread of the color flat cable and the green thread of Renesas cable:

s —
- ; \‘ Black (GND)
— ——————————iGveen

——————Moleat
jWhitel
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DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i link e i fili verde viola bianco e nero del cavo Renesas:
For writing join the links, and use green violet white and black threads of Renesas cable:

é Red (+12V)
‘ Black (GND)

— Green
e Violet
White]

Renesas/cable
WHITE
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan Hitaci HW1/HW4

LETTURA — READING:

1/2 Per la lettura saldare i fili del cavo flat colorato:
For reading join the thread of the color flat cable:

= — e 12
\‘ Black (GND)
e = —_— — Green

———— Molet
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2/2  Saldare il filo verde del cavo Renesas
Join the green thread of the Renesas cable

i

2 Renesas
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili bianco viola verde e nero del cavo Renesas:
For writing join the white violet green and black threads of Renesas cable:

:é Red (+12V)
:‘ Black (GND)

— Green
—————— Violet
WWhitel

threads of the Renesas cable
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan Hitaci HW2 - Nissan QX 5.6

LETTURA — READING:

1/2 Per la lettura saldare i fili del cavo flat e il filo verde del cavo Renesas e una resistenza da 1 Kohm:
For reading, join the thread of the color flat and the green thread of Renesas cable and a resistore 1Kohm:

/’iy‘ 4 Red (+12V)
\‘ Black (GND)

= — — Green

- —— ———— Violet

[White]
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2/2 Nella parte inferiore / Backside:

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

Saldare il link, la resistenza da 1 KOhm e saldare i fili viola e bianco del cavo Renesas:
Join the link, the resistance 1KOhm and use violet and white threads of the Renesas cable:

é Red (+12V)

Black (GND)

—————— Green
————— Miblet

WVIOLET "-I[U2 threads of the Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan Hitaci HW3
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LETTURA — READING:

Per la lettura saldare i link, i fili del cavo flat colorato e il filo verde del cavo Renesas:
For reading join the links, the thread of the color flat cable and the green thread of Renesas cable:

é Red (+12V)
\‘ Black (GND)

————— Green
——————Viblet
jWhitel
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

1/2

Saldare i link, la resistenza da 1KOhm e saldare i fili verde viola e bianco del cavo Renesas:
Join the links, the resistance 1KOhm and use green violet and white of the Renesas cable:
Red (+12V)

Black (GND)

— Green
————— Violet

(White]

s
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O S LR ==
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Connettere inoltre un filo nero di massa del cavo Renesas nel punto indicato:
Connect a black ground thread of the Renesas cable in the point indicated:

BL{ACK thread of the Renesas cable
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan Denso HP

LETTURA — READING:
Per la lettura saldare i fili del cavo flat colorato e il filo verde del cavo Renesas:
For reading join the thread of the color flat cable and the green thread of Renesas cable:

= “‘ _4 Red (+12V)
\‘ Black (GND)
F= === ——— e
Moot
White]
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DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Saldare il link e i fili bianco viola e verde del cavo Renesas:
Join the link and use the white violet and green threads of the Renesas cable:

:é Red (+12V)
:=‘ Black (GND)

————— Green
———Nlolet

Threads of the Renesas cable
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan 350z
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LETTURA — READING:

1/2  Per la lettura saldare i fili del cavo flat ccolorato, il filo verde del cavo Renesas ed effettuare il link:
For reading join the thread of the color flat, the green thread of renesas cable and do the link:

é Red (+12V)
\‘ Black (GND)

————————— Green

o Mlplet
Whitel
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2/2  Saldare inoltre una resistenza da 1KOhm nell’altro lato della scheda come in figura:
Join a resistance 1KOhm in the ather side of the electric card like in figure:

fasorazaﬁ

DO O
00 O (\

o~

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

1/2  Per la scrittura saldare il link, la resistenza da 1KOhm e i fili viola e bianco del cavo Renesas:
For writing join the link, the resistance 1KOhm and the violet and white threads of Renesas cable:

é Red (+12V)
%‘ Black (GND)

— Green
————— Violet
[White]
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WIBLET W2 threads of the Renesas cable
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2/2 Saldare anche i fili nero e verde del cavo Renesas:
Join also black and green threads of the Renesas cable:

.......

: L e i g k- ¥ 'l' s_\lm i
BLACK thread : el .. e " mrbe s . ! ., ‘ . 1 -f Qb ~ 3
of Renesas cable e =030 N e - 4 -0

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan Micra

LETTURA — READING:

1/2  Per la lettura saldare i fili del cavo flat e il filo verde del cavo Renesas ed effettuare il link:
For reading join the thread of the color flat and the green thread of renesas cable and do the link:

Red (+12V)

Black (GND)

Green
Violet
jWhitel
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2/2  Saldare una resistenza da 1KOhm nell’altro lato inferiore della scheda come in figura:
Join a resistance 1KOhm in the backside of the electric card like in figure:

;wﬁ‘.""" ......om
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

1/2 - Per la scrittura saldare i fili viola e bianco del cavo Renesas, una resistenza da 1 K< e creare un link:
For writing use violet and white threads of the Renesas cable, do a link and use a resistore of 1 KQ:

é Red (+12V)
% Black (GND)

— Green
————— Violet
WWhite]

o
o
0

o
WIOLET W2 threads of the Renesas cable
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2/2 - Saldare inoltre i fili verde e nero del cavo Renesas:
Join green and black threads of Renesas cable:

BLACK thread of the Renesas cable
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan 2 plug long var 2

LETTURA — READING:

Per la lettura saldare il link, la resistenza da 1KQ, i fili colorati del cavo flat, il filo verde del cavo Renesas:
For the reading join the link, the threads of the color flat cable and the green thread of the Renesas cable:

_é Red (+12V)
\‘ Black (GND)

———— Green
————Mnlet
jWhitel

ITRAARAA

BACKSIDE

i
DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:
Per la scrittura saldare i fili verde viola e bianco del cavo Renesas, una resistenza da 1KQ e fare un link:
For writing use the green violet and white threads of the Renesas cable, a resistance of 1KQ and do a link:

_:é Red (+12V)
\‘ Black (GND)
Green
. Violet
(White]
Frontside:
CRESN {hreed
fofithelRenesasfeable
o”
: ::|*iun'(um‘(,'
ST
R {il‘il!l\_!llq.-.-l
Frangans
IRARRAL)
€
Backside:

WVIOLET WYT-ITE BLACK
Threads of the Renesas cable

o
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0

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan 2 plug long var3

LETTURA — READING:

Per la lettura saldare i link, la resistenza da 1K€, i fili colorati del cavo flat, il filo verde del cavo Renesas:
For the reading join the links,the threads of the color flat cable and the green thread of the Renesas cable:

T_é Red (+12V)
{ Black (GND)

—————— Green
——————Nlblet
[White]
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

Per la scrittura saldare i fili verde viola e bianco del cavo Renesas, una resistenza da 1KQ e fare due link:
For writing use green violet and white threads of the Renesas cable, a resistance of 1KQ and do two links:

é Red (+12V)

Black (GND)

—————— Green
—————— Violet

1/2:

FG Technology 81/154 JTAG RENESAS USER MANUAL
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VIBLET {13 of Renesas cable BLACK of Renesas cable
~ B :
[+] o -

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan 3 plug short varl

;
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LETTURA — READING:

1/2 Saldare i link, i fili colorati del cavo flat e il filo verde del cavo Renesas:
Join the links, the threads of the color flat cable and the green thread of the Renesas cable:

- =
TN Red (+12V)

Black (GND)

— Green
————————iNlolet
jWhitel
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2/2 Nella parte inferiore saldare la resistenza da 1 KQ / Backside join a resistance of 1KQ

eeecee

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

1/2

Per la scrittura saldare i fili viola e bianco del cavo Renesas, una resistenza da 1KQ e fare un link:
For writing use Renesas cable, a resistance of 1KQ and do a links in backside:

é Red (+12V)
\‘ Black (GND)

——————— Green
e——— Mt
Vhnite]

a 0
] =}

0
WVIOLET YWHIUE threads of the Renesas cable
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2/2 Saldare anche i fili verde e nero del cavo Renesas:
Join also the green and black threads of the Renesas cable

« AALLLEER R L
PRI
N Wi 0%

.

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan Altima 2.5 2003

PR, . GND oy |
D OO Aadadialialnsle oY AR s Bl =

B AN RREE SRIBOEEREE QRODEEE RS e

-

nsﬁoamncnananﬁ Ll L SR L L R AR Y S ST O
= N LR SE Sk b o i O A Y Aadaiadlae o

LETTURA — READING:

Per la lettura saldare i fili del cavo flat colorato e fare 7 link
For reading join the thread of the color flat cable and do 7 links:

Y t"-1

'c :m:

k7 e

15w s ?
(LTRLLE L
" el LT LY

DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

1/2  Effettuare il link nella parte inferiore della centralina indicato in figura:
Do a link in backside like indicated in figure:

“dsinine
»
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2/2  Effettuare altri 7 link come in figura e saldare i fili viola bianco e nero del cavo Renesas:
Do other 7 links like in figure and join the violet white and black threads of the Renesas cable:

=

é Red (+12V)
\‘ Black (GND)

— —————— Green
—————— el
[Whitel

P

ol

4 3
1O ol

Threads of the Renesas cable
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan Primera 1.5

e PROREEER®E 5 GND PRERENNREE = I
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] i LETTURA — READING:

Saldare 5 link, i fili colorati del cavo flat, il filo verde del cavo Renesas e la resistenza da 680 Ohm:
Join 5 links, the threads of the color flat cable, the green thread of Renesas cable and resistance of 680 Ohm:

= “‘ _:é Red (+12V)
e \‘ Black (GND)
[ ... /"
—_ ———— Violet
[Wihite]
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:
Per la scrittura saldare i fili verde viola e bianco del cavo Renesas, una resistenza da 1KQ e fare due link:
For writing use green violet and white threads of the Renesas cable, a resistance of 1KQ and do two links:

_é Red (+12V)
\‘ Black (GND)

————— Green
————— Violet
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\AGLET WRITE GREEN BLACK

Thread of the Renesas cable

DRIVER SCRITTURA/WRITING: TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan Patrol 48 AT

I8 GND
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ATTENTION:

Prima di ogni operazione bisogna spostare una resistenza:
Before any operation you have to move a resistance:
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MOVE THE
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LETTURA — READING:

1/2
Nella parte inferiore saldare 5 link come in figura:

In backside join 5 links like in figure:
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2/2

Saldare un altro link, i fili colorati del cavo flat e il filo verde del cavo Renesas:
Join another link, the threads of the color flat cable and the green thread of Renesas cable:

_é Red (+12V)
\‘ Black (GND)

———————— Green
S Violet
jWhitel
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GREEN thread of Renesas cable

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

1/2
Per la scrittura effettuare 4 link come in figura:
For writing do 4 link like in figure:

el 'iﬂg ‘\k‘
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2/2
Saldare un link i fili verde viola e bianco del cavo Renesas, una resistenza da 1KQ e fare due link:
Use green violet and white threads of the Renesas cable, a resistance of 1KQ and do two links:

=
X :é Red (+12V)
\‘ Black (GND)

— ———————— Green

- Violet
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M threads of the Renesas cable BLACK thread of Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Al termine ripristinare la posizione iniziale della resistenza spostata all’inizio:
At the end restore the initial position of the resistance moved to the beginning:

RESTORE THE
RESISTORE

b e i,%mz

.......
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Nissan Patrol 48 MT

¢18Y GND
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LETTURA — READING:

1/2
Nella parte inferiore saldare 5 link come in figura:
In backside join 5 links like in figure:
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2/2

Saldare un altro link, i fili colorati del cavo flat e il filo verde del cavo Renesas:
Join another link, the threads of the color flat cable and the green thread of Renesas cable:

>
= ‘ _é Red (+12V)
\‘ Black (GND)
f——————— G e
— ————————— Violet
Wihite]
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GREEN thread of Renesas cable

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

1/2
Per la scrittura effettuare 4 link come in figura:
For writing do 4 link like in figure:

el 'iﬂg ‘\k‘

geeiipos gos

JRE26 RG22V 2]
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2/2
Saldare un link i fili verde viola e bianco del cavo Renesas, una resistenza da 1KQ e fare due link:
Use green violet and white threads of the Renesas cable, a resistance of 1KQ and do two links:

:é Red (+12V)
\‘ Black (GND)

————————— Green
——————— Violet
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GREEN threads of the Renesas cable BLACK thread of Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Nissan X-trail 2.2 DCi

LETTURA — READING:

Per la lettura saldare i fili colorati del cavo flat e il filo verde del cavo Renesas:
For the reading join the threads of the color flat cable and the green thread of the Renesas cable:

=

_:é Red (+12V)
\‘ Black (GND)

———— Green
———— Volet
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DRIVER LETTURA/READING:

BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili verde viola bianco e nero del cavo Renesas e fare due link:
For writing use green violet white and black threads of the Renesas cable and do two links:

:é Red (+12V)
:‘ Black (GND)

— Green
————— Violet

e
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CREENVIOLETWHITE threads of the Renesas cable BLACK thread of the Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Opel /GM 1.7 CDTI - Denso SH7058 - SH7059

LETTURA — READING:
Per la lettura saldare il link, i fili colorati del cavo flat e il filo verde del cavo Renesas come indicato:
For the reading join the link, the threads of the color flat cable and the green thread of the Renesas cable:

_é Red (+12V)
\‘ Black (GND)

———— Green
N inlet
jWhitel
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DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili verde bianco e viola del cavo Renesas e creare due link:
For writing use green white and violet threads of the Renesas cable and do two links:

:é Red (+12V)
:‘ Black (GND)

— Green
Violet
WWhitel
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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LETTURA — READING:

Fase 1. Nella parte inferiore effettuare 7 link come in figura:
Step 1: In backside do 7 links like in figure:

FG Technology
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Fase 2: Saldare 8 fili del cavo flat colorato come indicato in figura:
Step 2: Join 8 threads of the color flat cable like show in the figure:
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DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

Attention:
Rimuovere i 7 link effettuati precedentemente dopo la lettura / Remove the 7 links done before after reading
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SCRITTURA - WRITING:
Per la scrittura saldare i fili viola e bianco del cavo Renesas, una resistenza da 560 Ohm e fare due link:
For writing use violet and white threads of Renesas cable, a resistance of 560 Ohm and do two links:

é Red (+12V)
\-‘ Black (GND)

— Green
B Violet
[White]
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH7251 MODE
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Proton Savvy

LETTURA — READING:

Per la lettura saldare i fili del cavo il flat colorato e due link:
For the reading join the threadsh of the color flat cable and do two links:

DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili viola e bianco del cavo Renesas e fare i link:

For writing use violet and white threads of Renesas cable and do the links:
=

:é Red (+12V)
:e‘ Black (GND)

———————— Green
. ———— Violet
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DRIVER SCRITTURA/WRITING:

TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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PSA - Delphi DCM 3.4

LETTURA — READING:

Per la lettura saldare i fili del cavo il flat colorato / For the reading join the threadsh of the color flat cable:
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili bianco e viola del cavo Renesas e una resistenza da 560 Ohm:
For writing use white and violet threads of the Renesas cable and a resistore 560 Ohm:

:é Red (+12V)
:‘ Black (GND)
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Renault - Delphi DCM 3.4

LETTURA — READING:

Per la lettura saldare i fili del cavo il flat colorato / For the reading join the threadsh of the color flat cable:
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DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili bianco e viola del cavo Renesas e una resistenza da 560 Ohm:
For writing use white and violet threads of the Renesas cable and a resistore 560 Ohm

:é Red (+12V)
:‘ Black (GND)

— Green
————— Violet
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Renault SAGEM S3000 / VALEO S3000

LETTURA — READING:
Per la lettura saldare i fili del cavo del flat colorato e creare il link:
For the reading join the threadsh of the color flat cable and do the link:
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili verde bianco e viola del cavo Renesas e creare due link:
For writing use the green white and violet threads of the Renesas cable and do two links:

:é Red (+12V)
:‘ Black (GND)

— Green
Violet
WWhitel
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thread of the Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE

115/154

JTAG RENESAS USER MANUAL

FG Technology



Renault Siemens SIM 32

LETTURA — READING:

Per la lettura saldare i fili del cavo il flat colorato / For the reading join the threadsh of the color flat cable:
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DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili viola bianco e verde del cavo Renesas e una resistenza da 320 Ohm:

For writing use violet white and green threads of the Renesas cable and a resistore of 320 Ohm:
=

:é Red (+12V)
:E‘ Black (GND)
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE

threads of the
Renesas cable
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Subaru Impreza STi 2.5 Denso CJ
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LETTURA — READING:

Per la lettura saldare il link, i fili colorati del cavo flat e il filo verde del cavo Renesas dove indicato:
For reading join the link, the threads of the flat cable and the green thread of the Renesas cable:
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili viola bianco verde e un filo nero di massa del cavo Renesas e fare due link:
For writing use violet white green and black ground threads of the Renesas cable and do two link:

:é Red (+12V)
:‘ Black (GND)

— Green
= Violet
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Subaru Denso DT — Mazda Denso R2AA/R2AX — Mitsubishi RA6 4N1X

LETTURA — READING:

Per la lettura saldare il link, i fili colorati del cavo flat e il filo verde del cavo Renesas come indicato:
For the reading join the link, the threads of the color flat cable and the green thread of the Renesas cable:

é Red (+12V)
\‘ Black (GND)

— Green
———— Miolet
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

Per la scrittura saldare il link, i fili bianco viola e verde del cavo Renesas:
For writing join the link and white violet and greend threads of Renesas cable:

:é Red (+12V)
:=‘ Black (GND)

——————— Green
———— Violet
White]

Threads of the Renesas cable
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Subaru Denso KS - JK

LETTURA — READING:

1/2 - Per la lettura saldare i fili del cavo flat colorato e il filo verde del cavo renesas:
For reading join the thread of the color flat and the green thread of renesas cable:

=
@ Red (+12V)
Black (GND)

— Green
- Violet
jWhitel
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2/2 - Effettuare il link indicato in figura / Join the link in figure:

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i due link e i fili verde viola e bianco del cavo Renesas:

For writing join the link and the green violet and white threads of the Renesas cable:
=

:é Red (+12V)
:E‘ Black (GND)

— ————— Green
— e Nlolet
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Subaru Denso GW

LR R ‘ e Y

B 0 ad 38 K o8 W o A o - e eow AW SRR, L L L -

e o o N EN " e o «m- R N AN .- e Oy N .-~

LETTURA — READING:

1/2 - Per la lettura saldare i fili del cavo flat colorato e il filo verde del cavo renesas:
For reading join the thread of the color flat and the green thread of renesas cable:

:_é Red (+12V)
\‘ Black (GND)

Green
———¥injet
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2/2 - Effettuare il seguente link: / Do the folow link:

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare il link, i fili verde bianco e viola del cavo Renesas:
For writing join the link and the green white and violet threads of Renesas cable:

:é Red (+12V)
:=‘ Black (GND)

—— Green
————— Violet
WWhitel

Threads of the Renesas cable
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DRIVER SCRITTURA/WRITING:

TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Subaru Forester 2010
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LETTURA — READING:

Per la lettura saldare il link, i fili colorati del cavo flat e il filo verde del cavo Renesas come indicato:
For the reading join the link, the threads of the color flat cable and the green thread of the Renesas cable:

_é Red (+12V)
~< Black (GND)

———— Green
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

Per la scrittura saldare i due link e i fili verde, bianco, viola, e il nero di massa del cavo Renesas:
For writing join the links and the green white violet and black ground threads of Renesas cable:

:é Red (+12V)
:=‘ Black (GND)

S — Green
— ————— Violet
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Subaru Forester 2.5
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LETTURA — READING:

Per la lettura saldare i 2 link, i fili colorati del cavo flat e il filo verde del cavo Renesas come indicato:
For the reading join two link,the threads of the color flat cable and the green thread of the Renesas cable:
=

é Red (+12V)

Black (GND)
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i link, e saldare i fili viola bianco verde e il nero di massa del cavo Renesas:
For writing join the links and use violet white green and black ground threads of the Renesas cable:

:é Red (+12V)
:‘ Black (GND)

— Green
= Violet
WWhitel
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BLACK of Renesas cable
Threads of Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Subaru Outback 3.0
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LETTURA — READING:

Per la lettura saldare il link, i fili colorati del cavo flat e il filo verde del cavo Renesas:
For the reading join the link,the threads of the color flat cable and the green thread of the Renesas cable:

4 Red (+12V)

Black (GND)

Green
——— Violet
{Wiitel

BLACK thread
of Renesas cable
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:
Per la scrittura saldare i link e i fili viola bianco verde e il nero di massa del cavo Renesas:
For writing join the links and use violet white green and black ground threads of the Renesas cable:

="¢ __é Red (+12V)

Black (GND)

Green
—~———— Miblet
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Suzuki 1.3 MT Denso

LETTURA — READING:

Per la lettura saldare il link, la resistenza, i fili colorati del cavo flat e il filo verde del cavo Renesas:
For reading join the link, the resistance, the threads of the flat and the green thread of the Renesas cable:

:_é Red (+12V)
{ Black (GND)
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/TAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili verde bianco e viola del cavo Renesas, e i 2 link:
For writing use green violet and white threads of the Renesas cable, and do two link:

:é Red (+12V)
:=‘ Black (GND)

—— Green
————— Violet
WWhitel

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Suzuki 1.3 Swift Denso

LETTURA — READING:

Per la lettura saldare due link, la resistenza, i fili colorati del cavo flat e il filo verde del cavo Renesas:
For reading join the link, the resistance, the threads of the flat and the green thread of the Renesas cable:

_4 Red (+12V)
\‘ Black (GND)

T—— Green
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DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili verde bianco e viola del cavo Renesas, i 2 link e la resistenza da 1 Kohm:
For writing use green violet and white threads of the Renesas cable, do two links and a resistore 1 Kohm:

é Red (+12V)
%‘ Black (GND)

—————— Green
—————— Violet
White]
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Suzuki Swift 1.3 Ignis 1.5 Denso

LETTURA — READING:

Per la lettura saldare due link, la resistenza, i fili colorati del cavo flat e il filo verde del cavo Renesas:
For reading join the link, the resistance, the threads of the flat and the green thread of the Renesas cable:
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DRIVER LETTURA/READING:
BDM/NTAG >BDM/NTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

Per la scrittura saldare i fili verde viola bianco e nero del cavo Renesas, una resistenza da 1kQ e 2 link:
For writing use the green violet black and white threads of Renesas cable, a resistore of 1k Q and do 2 link:

é Red (+12V)

Black (GND)

—— Green
————— Violet
WWhite]

—
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e
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mgmgm

11 BLack thread of
. | Benesas cable

DRIVER SCRITTURA/WRITING:

TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
FG Technology 139/154 JTAG RENESAS USER MANUAL




Suzuki Swift 1.6 MT Denso

LETTURA — READING:

Per la lettura saldare il link, la resistenza, i fili colorati del cavo flat e il filo verde del cavo Renesas:
For reading join the link, the resistance, the threads of the flat and the green thread of the Renesas cable:

T_é Red (+12V)
\‘ Black (GND)

— Green
————NDlet
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DRIVER LETTURA/READING:
BDM/NTAG >BDM/NTAG MODE > BDM RENESAS > RENESAS AUD

SCRITTURA - WRITING:

Per la scrittura saldare i fili verde viola bianco e nero del cavo Renesas, una resistenza da 1kQ e 2 link:
For writing use the green violet black and white threads of Renesas cable, a resistore of 1k Q and do 2 link:

:é Red (+12V)
:E‘ Black (GND)

—————— Green
e OBt
(Vihite

BLACK thread of the
Renesas cable
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DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Suzuki 0761Jx Denso

-

LETTURA — READING:
Per la lettura i fili colorati del cavo flat e il filo verde del cavo Renesas:

1/2

For reading join the link, the threads of the flat and the green thread of the Renesas cable:

Red (+12V)

Black (GND)
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- Violet
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2/2  Effettuare il link come in figura: / Do the link like in figure:

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i fili verde bianco e viola del cavo Renesas e creare due link:
For writing use green white and violet threads of the Renesas cable and do a link to two link:

:é Red (+12V)
:E‘ Black (GND)

———— Green
s Miolet
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WHIE WIOLET threads of the Renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Volvo Denso LA.2 HW1

LETTURA — READING:

1/2 - Per lalettura saldare i fili del cavo flat colorato e il filo verde del cavo renesas:
For reading join the thread of the color flat and the green thread of renesas cable:

£ Red (+12V)
\‘ Black (GND)

Green
———— Miolet
jWhitel
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Effettuare il link indicato in figura / Join the link in figure:

~»
‘-
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o
-
.
.
L

l)'

DRIVER LETTURA/READING:
BDM/JTAG >BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare i link, e i fili verde bianco viola e nero del cavo Renesas:
For writing join the links, and use violet white green and black threads of Renesas cable:

:é Red (+12V)
%‘ Black (GND)

e, Green
i ———— Violet
WWhitel

threads of the Renesas cable
BLACK VICLET YYHINT= R
0

-

1)

......

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Volvo Denso LA.2 HW?2

LETTURA — READING:

1/2 - Effettuare il link nella parte posteriore come indicato in figura / Join the link in backside like in figure:
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2/2 - Per la lettura saldare i fili del cavo flat colorato e il filo verde del cavo renesas:
For reading join the thread of the color flat and the green thread of renesas cable:

é Red (+12V)
\‘ Black (GND)

— Green
——— Molet
jWhitel
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Attention:
Rimuovere il link nella parte inferiore dopo la lettura / Remove the link in backside after the reading
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SCRITTURA - WRITING:

1/2 - Saldare il filo verde del cavo Renesas nel punto indicato in figura:
Join the green thread in the point indicated in figure:

FG Technology 150/154 JTAG RENESAS USER MANUAL




2/2 Saldare i link, e i fili bianco viola e nero del cavo Renesas:
Join the link, and use violet white and black threads of Renesas cable:

_é Red (+12V)
:=‘ Black (GND)

—————— Green
——— Violet
W hite]

Black White WVielet
threads of renesas cable

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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Volvo Denso 079700-9133

LETTURA — READING:

Per la lettura saldare il link, i fili colorati del cavo flat e il filo verde del cavo Renesas:
For reading join the link, the threads of the flat and the green thread of the Renesas cable:

_é Red (+12V)
\‘ Black (GND)

e Green
—————————Nlnlet

colo RO
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.\"‘j"},, e
LA B
= 4l 545

DRIVER LETTURA/READING:
BDM/JTAG > BDM/JTAG MODE > BDM RENESAS > RENESAS AUD
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SCRITTURA - WRITING:

Per la scrittura saldare il link, la resistenza e i fili verde bianco viola e nero del cavo Renesas:
For writing join the link, the resistance and use violet white green and black threads of Renesas cable:

<
=< :é Red (+12V)
~<8 Black (GND)

e Green
——  ————\iblet
[Winite

i

'\ v:gu- S

DRIVER SCRITTURA/WRITING:
TOOL BOOT > TOOL BOOT MODE > RENESAS > RENESAS SH705x MODE
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